Fabrication of TiC particulate reinforced Ni-50Fe super alloy matrix composite powder by mechanical alloying

M.H Shirani*, A. Saidi, M. Kasiri, A.R. Shirani

a Department of Materials Engineering, Najafabad Branch, Islamic Azad University, Isfahan, Iran
b Department of Materials Engineering, Isfahan University of Technology, Isfahan, Iran
c Department of Materials Engineering, Karaj Branch, Islamic Azad University, Karaj, Iran

ARTICLE INFO

Article history:
Received 1 Sep 2012
Accepted 25 Jan 2013
Available online 20 November 2013

Keywords:
NiFe
Superalloys
Mechanical alloying
Titanium carbide

ABSTRACT

Mechanical alloying is a powder metallurgy processing technique involving cold welding, fracturing, and rewelding of powder particles in a high-energy ball mill. In this work, NiFe-TiC composite powders were prepared by mechanical alloying process using planetary high-energy ball mill. The effect of TiC addition by weight percent on the NiFe solid solution formation, grain size, lattice parameter, internal strain and hardness of composite powders was investigated as a function of milling time, t (in the 0-25 h range). Microstructural and phase characterizations investigation of the mechanically alloyed powders were carried out using X-ray diffractometry and scanning electron microscope (SEM). The results showed that the brittle particles of TiC accelerate the milling process by increasing the matrix deformation and enhancing the welding and the fracture of particles. We also found that the NiFe solid solution formation occurred at an earlier time of mechanical alloying with increasing the TiC content. Moreover, it was shown that with increasing the TiC by weight percent, smaller crystallite size and more hardness are obtained after mechanical alloying.

1- Introduction

The ever-increasing need for applications of materials especially in aerospace and automobile industries has resulted in development of composite materials. Among these materials metal-based composites formed by a hard ceramic reinforce in an alloy or soft metal matrix can be mentioned. Metall-based composites are a combination of metal properties (flexibility and density) with ceramic quality (strength and high module) which results in higher strength under cutting and pressure as well as higher applicability [1]. Super alloys have a wide range of various applications. The most important of these applications are corrosion and heat resistance which are specifically useful in gas turbines of aircrafts, vapor turbine plants, typical automobile parts such as fume valves, casting molds, nuclear plants systems and chemical and petrochemical industries [2].

Corresponding author:
E-mail address: mohamadshiran@gmail.com (Mohammad Hasan Shiran Bidabadi).
Fi-Ni based superalloys can be produced by electrodeposition [2, 3, 4], hydrogen plasma reaction [6], gas condensation [7], thermal evaporation [8], rapid solidification [9] and mechanical alloying [10-16]. Mechanical alloying which is a dry and high energy milling process has been increasingly attracting attention in recent years due to the wide range of materials which can be synthesized: amorphous, quasi-crystalline and nanocrystalline phases, extended solid solutions, alloys of immiscible elements and different kinds of compounds and composites. This process involves repeated fracture and welding of particles which results in deformation and reduction of particles size. Finally alloying takes place by interdiffusion across welded interfaces of grains. Moreover, mechanical alloying is positively used in production of nanocrystalline materials with nanostructure. Mechanically alloyed powders have properties such as small grain particles and flexibility in selection of alloying [17].

2- Research methodology
The starting materials used in the present research include nickel powder (mean particle size 100µm, 99.5% purity, LSM Co.), iron powder (mean particle size 150µm, 99.2% purity, Haganass Co.) and TiO2 powder (mean particle size 200µm, 99.8% purity, Alfa Aesar Co.). The form and size of particles are shown in fig 1. The mixture of FeNi-XTiC(X=0, 5, 10, 20, 30 Wt% TiC) was milled for 1, 3, 5, 7, 10, 15 and 25 hours by a high energy planetary ball mill rotating at the speed of 600 rounds per minute (600rpm) in high-chromium hard steel vials with steel ball bearings with 20mm diameter. To prevent oxidation phenomenon, the vials were positioned under argon atmosphere. The ball-to-powder ratio (BPR) was 20:1. XRD experiments were performed by a Philips PW1800 diffractometer using CuKα radiation. Morphology and microstructure of milled powders were studied by scanning electron microscopy (SEM, LEO 435VP and VEGA TESCAN). Crystallite (grain) size and lattice strain were measured based on Williamson-Hall method. Vickers microhardness test was performed on 10-hours-milled powders by ERNSTLeitz GMBH WETZLAR tester under 50gr load.

3- Results and discussion
X-ray diffraction pattern for powder composition of Fe-50Wt%Ni after different milling times is shown in fig 2. As can be seen, with increase of milling time all the peaks are broadened and their intensity is reduced which shows steady decrease of grain size and presence of lattice strain. The diffraction lines shown in zero hours is assigned to iron with body center cubic (BCC) and nickel with face center cubic (FCC). With increase of milling time up to 7 hours, both iron and nickel peaks show themselves but no shift in their position is observed; only their intensity is reduced and their width increases. After 10 hours of milling the peaks corresponding to (110) and (200) planes which are related to the BCC α-Fe disappear and only the reflections corresponding to FCC phase are present with the peaks slightly shifted towards lower angles. This implies the formation of solid solution of iron in nickel. In other words, omission of the iron peaks and shift
of nickel peaks reveals that iron atoms have been diffused into nickel matrix and since the atomic radius of iron (0.126nm) is larger than that of nickel (0.124nm), the lattice is expanded and FCC solid solution of γ(Fe, Ni) is produced. The resulted solid solution is called taenite. With acceleration of milling time to 25 hours, the diffraction lines are widened but no conspicuous shift of peaks is observed which shows that the grains have been significantly refined. It should be added that residual stresses in materials cause distribution of tension and compression stresses which results in the widening of the peaks. Microstresses in crystals stem from sources such as vacancies, defects, shear plates, thermal expansion and contractions. Those powders which have not undergone annealing have higher residual stress and more widening in peak lines [22].

**Fig.1.** Size and morphology of starting materials (a) Ni, (b) Fe, (c) TiC

Formation of FCC solid solution γ (Fe, Ni) called taenite for Fe\textsubscript{50}Ni\textsubscript{50} powder composition resulted from mechanical alloying after 24 hours of milling [23], after 50 hours [24] and after 2 hours [25] have been reported by different researchers. X-ray diffraction pattern of Fe\textsubscript{50}Ni\textsubscript{50} powder composition after addition of TiC at different milling times is shown in fig 3. Fig 3a shows X-ray diffraction pattern of addition of 5Wt% of TiC and fig 3b shows diffraction pattern of addition of 10 Wt% of TiC. As can be seen, in both figures with increase of milling time the intensity of the peaks is reduced and the peaks
are broadened which is due to reduction of grain size and formation of lattice strain. In fig 3b, decrease of peaks intensity and widening of the peaks is more than in fig 3a. For example, this trend is quite conspicuous after 5 hours of milling for both figures. Also, by comparison with fig 2, it can be concluded that formation of solid solution for Ni-Fe-10 Wt% TiC occurs at shorter milling times.

Fig.2. XRD patterns of Fe-50wt%Ni after different milling times

Fig.3. XRD patterns of Ni50Fe50 together with a) 5Wt%TiC, (b) 10Wt%TiC
This means that in fig 3b, after 7 hours of milling the iron peaks have been omitted and the peaks corresponding to FCC phase have shifted towards smaller angles, whereas in fig 2 after 7 hours of milling, the iron peaks are still present and there is no shift of peaks. Mechanical alloying stages in systems including ductile-brittle parts involves plastic deformation of the ductile part, breaking of the brittle particles, cold welding and fracture of deformed particles [26]. The presence of brittle phase particles increases local deformation around the ductile phase. Moreover, hard particles increase work hardening rate of metal particles. Therefore, fracture process in ductile-brittle systems occurs sooner than in ductile-brittle ones. On the other hand, initiation of alloying is due to a combination of parameters such as decrease of diffusion distance, 26. (interlamellar distance), increase of lattice defects density and any heating that may have been generated during the milling operation. In other words, increase of hard particles (reinforcement) weight percent results in more interaction between dislocations and hard particles which accelerates the speed of alloying and particle size reduction processes [17].

Fig 4 shows lattice parameter variations versus milling time for powder composition NiFe-0, 5, 10Wt% TiC, which was calculated by Nelson and Riley equation as follows [22]:

\[
a = a_0 + a_0 k \left( \frac{\cos^2 \theta}{\sin \theta} + \frac{\cos^2 \theta}{\theta} \right)
\]

Where a is the lattice parameter calculated for every line in cubic materials, \(a_0\) is the actual value of lattice parameter, \(\theta\) is diffraction angle and \(k\) is the constant. By drawing the value of a versus \(\left( \frac{\cos^2 \theta}{\sin \theta} + \frac{\cos^2 \theta}{\theta} \right)\), a line is obtained whose slope and y-intercept show the value of \(a_0 k\) and \(a_0\), respectively. It should be added that the above mentioned equation is more applied in cubic materials. As can be seen, with increase of milling time, lattice parameter increases from 0.3528nm for pure nickel after zero hours of milling to around 0.3607nm for NiFe-0, 5, 10Wt% TiC after 25 hours of milling. The sudden increase of the lattice parameter in the range between 5 to 10 hours of milling is observed in all cases and after that the lattice parameter increases with a lower slope. In the range 5-10 hours of milling while pure iron disappears, Ni\(_{30}\)Fe\(_{50}\) alloy is progressively being formed, but in the range 10-25 hours when only one alloy phase is present, the increase of lattice parameter is not the same as before. Also, regarding NiFe-0Wt% TiC sample, lattice parameter is constant up to 5 hours of milling with no conspicuous changes. With increase of TiC up to 5Wt% and milling for 3 hours, lattice parameter increases a little. With increase of TiC to 10Wt% after 5 hours of milling, the increase of lattice parameter is more than the two previous cases. The increase of lattice parameter with increase of milling time is due to the irregularity of alloy. Similar results about increase of lattice parameter with milling time for Ni\(_{30}\)Fe\(_{50}\) [23] and FeAl [27].

Also, as was mentioned before, addition of a hard phase such as TiC to the system causes the increase of crystalline defects and consequent deformations caused by such defects. Therefore, in the areas surrounding crystalline defects, the distance between crystalline phases increases and causes the shift of peaks toward smaller angles and ultimately the increase of lattice parameter. For comparison, the lattice parameter obtained for Ni\(_{30}\)Fe\(_{50}\) which had been produced by various researchers through mechanical alloying method can be mentioned: this parameter is 0.359nm after 50 hours of milling [24], 0.3590nm after 1 hour [28] and 0.3595nm after 50 hours of milling by using planetary ball mill.

![Fig.4. Lattice parameter versus milling time for NiFe-TiC](image-url)
Crystallite size variations and lattice strain versus milling time for powder mixture NiFe-0, 10, 5Wt% TiC is shown in fig 5. It is obvious that crystallite size decreases in all cases (both the samples with TiC and those without TiC) with increase of milling time (fig 5a). The intensity of decrease in crystallite size is high at first and then declines. This decrease of grain size is accompanied by increase of internal strain (fig 5b). As can be seen, with increase of TiC up to 10Wt%, the decrease of crystallite size is more intense. Crystalline size starts from 40nm at 10h milling for zero hours and after 25 hours of milling reaches to 12nm, 10nm and 8nm for NiFe, NiFe-5Wt% TiC and NiFe-10Wt% TiC, respectively. Internal strain starts from 0.075% at milling for 0 hours, and after 25 hours of milling increases to 0.4%, 0.7% and 0.9% for NiFe, NiFe-5Wt% TiC and NiFe-10Wt% TiC, respectively. The reason for increase of lattice strain with increase of TiC could be the fact that with increase of TiC plastic deformation and work hardening will increase and consequently a higher density of defects especially dislocations is developed. Various reports about crystalline size and lattice strain for NiFe have been presented, for instance one can refer to 12nm crystalline size and 0.41% internal strain after 50 hours of milling in a planetary ball mill [23], 10nm crystalline size and lattice strain 0.5% after 50 hours of milling in a planetary ball mill [24], 8nm crystalline size after 48 hours of milling in a planetary ball mill [25], 14nm crystalline size and 0.5% lattice strain after 400 hours of milling in a horizontal low energy ball mill [14], 15nm crystalline size for NiFe alloy prepared by chemical excitation method [28] and 45nm crystalline size obtained by gas condensation method [7]. Morphology and grain size were studied by scanning electron microscopy (SEM). Fig 6 shows morphology and particle size of Ni₈₀Fe₂₀ after different milling times. As can be seen, the shape and size of particles are different in various milling times. Fig 6a shows the shape and size of particles after milling for 1 hour; the particles have a flake shape. In the initial stages of mechanical alloying due to the trapping of the powder particles between the balls and the collision of the particles with each other, the particles get flattened to take flake/platelet shapes. In other words, in primary stages of mechanical alloying, because of microforging of ductile components, the particles are deformed and take a flake-to-pancake shape [17]. The above mentioned trend is more obvious after 3 hours of milling (fig 6b). As can be seen, deformation and flaky shape of particles is quite observable. In the next stage these flat/flaky particles are welded together and make a compound with layered structure, which is a normal state for the materials prepared by mechanical alloying of ductile-ductile or ductile-brittle systems. Increase of particles size is also observed in this stage. With increase of mechanical alloying duration, the hardness and consequently (brittleness) increase. Fig 6c shows alloying after 5 hours which involves cold welding and fracture. With increase of alloying duration and continuous repetition of cold welding and fracturing the particles are deformed and as a result particles with equiaxed dimensions are formed. Fig 6d shows alloying after 7 hours where the flaky shape of particles changes into equiaxed dimensions. But some particles with flaky shape are still observed. Fig 6e shows alloying after 25 hours: most particles have equiaxed dimensions and a consistent distribution of particles is observed which is due to the balance between cold welding and fracturing processes and reveals that the system has reached a steady state or equilibrium. Some researchers [23, 25] have reported similar results for NiFe alloy prepared by mechanical alloying method. Fig 7 shows morphology and particles size NiFe-10Wt% TiC versus different milling times. Fig 7a shows mechanical alloying after 3 hours in which the particles get flattened. With increase of milling duration to 5 hours (fig 7b) the particles get equiaxed dimensions. This reveals that addition of a brittle phase (TiC) adds to the speed of alloying process. Fig 7c shows alloying after 25 hours. As can be seen, the particles get smaller and their
shapes are similar. Also, a kind of agglomeration of particles is observed. The reason for the trend which was observed in fig 7 can be explained in this manner: the presence of reinforcement particles in powder mixture of Ni and Fe changes the mechanical alloying system to ductile-brittle state. For better understanding it is necessary to give a brief explanation about the way the process is carried out in this system at different stages of milling. In the primary stages of milling while the ductile particles are deformed, the brittle ones get fragmented. Following that, while the ductile particles start to weld, the brittle particles are trapped between ductile particles. Therefore, the fragmented reinforcement particles will be located in interfacial boundaries of welded metal particles and the product is a composition (compound) of particles. If welding is the dominant mechanism in the process, the platelet particles are accumulated on each other and get deformed. These phenomena (deformation, cold welding, particles distribution) results in hardness of materials and increase of fracturing process. Moreover, these phenomena help the formation of particles with equiaxed dimensions, too. Then by reaching a balance between cold welding and fracturing mechanisms, randomly oriented composite particles with interfacial grain boundaries will be formed. In the final stages (steady state), microstructure is favorably improved and interfacial boundaries are no longer visible under an optical microscope. Similar results about Al-AlN [29, 30] and Al-SiC systems [31] have been reported by other researchers. To explain the effect of reinforcement on mechanical alloying process it should be mentioned that cold welding process which occurs in mechanical alloying is due to cold deformation. There is a critical deformation above which cold welding phenomenon occurs and below which there is no welding of particles and only work hardening occurs. The presence of reinforcement particles between the particles which are welding causes the increase of local deformation around reinforcement particles. Increase of local deformation improves cold welding process. On the other hand, with more deformation applied by reinforcement particles work hardening and hence fracturing process will increase. Such acceleration in cold welding process which is due to the presence of reinforcement particles may be a reason why the whole process of mechanical alloying happens in a shorter time. Another possible reason could be that hard and small brittle particles in the matrix act as milling agents and increase system energy, therefore the milling time needed for reaching steady state will decrease [29]. Table 1 shows the effect of addition of 0, 5, 10, 20 and 30Wt% TiC to NiFe on lattice strain and crystalline size after 10 hours of mechanical alloying. Also, in order to study the effect of TiC on hardness of 10-hour-mechanically alloyed powders, these powders were warm mounted and Vickers microhardness test under 50gr load was performed; the results are presented in table 1. As can be seen, with increase of TiC, internal strain and hardness increase, whereas the particle size decreases. The mechanism of hardening of metals and alloys by deformation grain refinement and distribution of solid particles is widely known. Mechanical alloying causes a great deal of deformation, decrease of grain size to nanoscale and, depending of process parameters, a very minute distribution of oxides, carbides and nitrides in metal structures. Also, due to intensive deformation, a high density of dislocations occurs which can be a reason for increase of hardness with addition of TiC. In other words, increase of hardness of mechanically alloyed powders with increase of the amount of TiC could be due to two reasons: the effect of mechanical alloying process on the alloy matrix and the effect of reinforcement.
4- Conclusion
Ni and Fe powders and TiC particles were alloyed by milling and then the effect of the amount of TiC weight percent on mechanical alloying, hardness and microstructure of mechanically alloyed powders was investigated and the following results were observed:
1- The mixtures of Ni-50Fe are completely dissolved after at least 10 hours of mechanical alloying in a high energy mill and FCC solid solution is produced.
2- The presence of reinforcement particles adds to the speed of mechanical alloying process due to increase of deformation in the matrix, so that by using 10% TiC in the composition, alloying time decreases down to 7 hours.
3- With increase of TiC amount, the matrix grain (crystal) size will decrease.
4- The presence of TiC particles in the matrix increases hardness and this trend accelerates with increase of TiC amount.

<table>
<thead>
<tr>
<th>Sample</th>
<th>Grain size (nm)</th>
<th>Internal strain (%)</th>
<th>Micro Hardness (HV 800)</th>
</tr>
</thead>
<tbody>
<tr>
<td>NiFe-0%TiC</td>
<td>14±2</td>
<td>0.19</td>
<td>280±30</td>
</tr>
<tr>
<td>NiFe-5%TiC</td>
<td>13±1</td>
<td>0.25</td>
<td>720±40</td>
</tr>
<tr>
<td>NiFe-10%TiC</td>
<td>12±1</td>
<td>0.7</td>
<td>850±25</td>
</tr>
<tr>
<td>NiFe-20%TiC</td>
<td>10±1</td>
<td>0.9</td>
<td>930±15</td>
</tr>
<tr>
<td>NiFe-30%TiC</td>
<td>8±1</td>
<td>0.98</td>
<td>1017±20</td>
</tr>
</tbody>
</table>

Table 1. The effect of TiC addition to NiFe on grain size, internal strain and hardness of mechanical alloyed powder after 10h
Fig. 6. Morphology and particle size of Ni$_{50}$Fe$_{50}$ after different milling times (a) 1h, (b) 3hm (c) 5h, (d) 7h, (e) 25h

Fig. 7. Morphology and particle size of NiFe-10Wt%TiC after different milling time, (a) 3h, (b) 5h, (c) 25h

5- References
Journal of Advanced Materials and Processing

INSTRUCTIONS FOR AUTHORS

Journal of Advanced Materials and Processing is published quarterly by Islamic Azad University, Najafabad branch and Iron & Steel Society of Iran.

1. Scope: The Scope of the journal extends from the core subject matter of multidisciplinary areas in the science and technology of various materials and processes. The journal provides a medium for the publication of original studies on all aspects of materials and processes including preparation, processing, properties, characterization and application.

2. Category:
(I) Regular Article: An original article that presents a significant extension of knowledge or understanding and is written in such a way that qualified workers can replicate the key elements on the basis of the information given.
(II) Note (maximum of three printed pages): (a) An article on a new finding or interesting aspect of an ongoing study which merits prompt preliminary publication in condensed form, (b) a medium for the presentation of disclosure of new research and techniques, (c) topics, opinions or proposals of interest to the readers and (d) criticisms or additional proofs and interpretations in connection with articles previously published in the society journals.

3. Language: All contributions should be written in English.

4. Units: The use of SI units is standard. Non SI units approved for use with SI are acceptable.

5. Submission of manuscript: Manuscripts should not be submitted if they have already been published or accepted for publication elsewhere. The original text of the manuscript, containing abstract, keywords, text, references, tables, and figures together with application form should be submitted in: www.imatpro.ir in both Word and PDF format. Figures should be of a superior quality for direct reproduction for printing.

6. Reviewing: Every manuscript receives reviewing according to the established criteria.

7. Revision of manuscript: In case when the original manuscript is returned to the author for revision, the revised manuscript, together with a letter explaining the changes made, must be resubmitted within one month.

8. Proofs: The representative author will receive the galley proofs of the paper. No new material may be inserted into the proof. It is essential that the author returns the proofs before a specified deadline to avoid rescheduling of publication in some later issue.

9. Copyright: The submission of a paper implies that, if accepted for publication, copyright is transferred to the Journal of Advanced Materials and Processing. Journal will not refuse any reasonable request for permission to reproduce a part of the journal.

10. Reprint: No page charge is made. Reprints can be obtained at reasonable prices.
GUIDE FOR PREPARATION OF MANUSCRIPT

Components of the manuscript should be arranged as follows:
1. Title
2. Name and Affiliation of the Authors
3. Abstract, Key Words
4. List of Symbols (If required)
5. Text containing figures and tables
6. Acknowledgments
7. Endnote (If required)
8. References

1- First page in English contains: title, name and affiliation of the authors, abstract, and key words.

<table>
<thead>
<tr>
<th>Font Type</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>Title</td>
<td>Times New Roman Bold 14</td>
</tr>
<tr>
<td>Authors</td>
<td>Times New Roman Bold 11</td>
</tr>
<tr>
<td>Affiliation</td>
<td>Times New Roman 11</td>
</tr>
<tr>
<td>Abstract</td>
<td>Times New Roman 11</td>
</tr>
<tr>
<td>Keywords</td>
<td>Times New Roman 11</td>
</tr>
</tbody>
</table>

Note 1: (Tips on title, name and affiliated institution of authors)
1- Title must be short and representative of the manuscript’s content.
2- Name of the authors should include full first name and surname.
3- Corresponding author should be marked with (*), along with email in footnote.
4- Affiliation includes: place of education and work, city and country.
5- All the authors’ academic ranks must be specified (Student, lecturer, assistant professor, associate professor, etc.).

Note 2: (Tips on abstract and key words)
1- Abstract should include statement of the problem, experimental procedure and the main obtained results and must be adjusted in one paragraph.
2- Abstract should contain maximum number of 200 words.

3- No formula, figure, table and reference should be inserted in the abstract.
4- The abbreviation cannot be used by itself. A full written statement is required prior to it for the first time, the abbreviation is permitted afterward.
5- Keywords include distinct words that the research topic is concerned with and their number is up to 6.

2- From the third page onwards, list of symbols is inserted (if necessary): All symbols used in the text must be defined in the list of symbols. Number of equation or figure in which the symbol was first used and its unit should be written at the end of the line. List of symbols should be arranged as follows: first English then Latin symbols.

3- Text with proper segmentation, contains: Introduction, Experimental Procedure, Results and Discussion, and Conclusion in a numbered format with Times New Roman 11 font. Sections of the main text and all of the pages must be numbered sequentially. Text should be typed in one column.

4- Sections should be numbered as follows:
1-
2-
2-1-

<table>
<thead>
<tr>
<th>Font type</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>headings</td>
<td>Times New Roman Bold 12</td>
</tr>
<tr>
<td>subheadings</td>
<td>Times New Roman Bold 11</td>
</tr>
<tr>
<td>body</td>
<td>Times New Roman 11</td>
</tr>
<tr>
<td>caption</td>
<td>Times New Roman 10</td>
</tr>
</tbody>
</table>

5- Abbreviations in the text must first be given in parentheses and then without parentheses.
Example: Scanning Electron Microscopy (SEM)
6- The units must be entirely written in accordance with SI along with a space after values. If there were several values with the same unit, it should only be written after the last one.
Example: 10, 20, 30, 40 °C
Example: two specimens of heat treatment, 15 kg of cement powder, 10 thermocouple, 5 glass dish
7- Figures and tables should be numbered consecutively in the order that they are cited in the text. If the figure is made up of several different parts, they must be marked with a, b, c, ... letters on the figure and the referred letter in the text should be attached to the number.
Example: Figure 1, Table 2, Figure 1a, Figure 2a-b
All graphs, charts, drawings, diagrams, and photographs are to be referred to as Figures. Diagrams must be without framework but the graph itself must have a black framework with 1.25 pt thickness. Curves with 2 pt thickness and all of the points and symbols with 6 pt in size should be in black and white color. Colorful diagrams must be used only in the case of necessity. Numbers inside the diagrams and the titles of axes must be in a minimum size of 8 pt and maximum size of 10 pt. Width of the diagrams must be set up to 72 mm or the maximum size of 152 mm. Related images must be put together with 2 mm spacing. High quality images with minimum resolution of 300 dpi are appropriate.

Fig. 1.........(Times New Roman 10 )

Tables should be adjusted with proper lineation and columnation using Times New Roman 10. All the tables must be numbered with their caption above them. Width of the tables must be up to 72 mm or the maximum size of 152 mm.

<table>
<thead>
<tr>
<th>Element (%)</th>
<th>Ti</th>
<th>Fe</th>
<th>O</th>
<th>N</th>
<th>H</th>
<th>C</th>
</tr>
</thead>
<tbody>
<tr>
<td>Percent</td>
<td>99.3</td>
<td>0.25</td>
<td>0.2</td>
<td>0.03</td>
<td>0.15</td>
<td>0.08</td>
</tr>
</tbody>
</table>

8- References: In the paper, reference number should be written in brackets [ ]. All references must be numbered consecutively in the list of references as they are cited in the text. Non-English references should also be given in English with an explanation of the original language in parentheses at the end. References should be arranged as follows: authors’ names, title of the paper, standard abbreviated form of the full name of the journal, volume (Vol.), number (No.), year of the publication and the first and last pages. Examples are as follows: articles published in journals [1], book [2], thesis [3], articles in conference proceedings [4] and scientific reports [5].
Font: Times New Roman 11

If it refers to a website, the referring date must be exactly specified.

9- Software: Microsoft Office Word must be used for the typescript.
Journal of Advanced Materials and Processing
Subscription Order Form

Name: 
Mailing Address: 
Zip Code: 
Telephone: 
E-mail: 
Date: 
Institution: 
Country: 
Fax: 
Signature: 

Please check the appropriate box to receive your annual subscription of Journal of Advanced Materials and Processing

<table>
<thead>
<tr>
<th>Rates for Subscribers</th>
</tr>
</thead>
<tbody>
<tr>
<td>Subscription Number</td>
</tr>
<tr>
<td>Individual</td>
</tr>
<tr>
<td>Institution</td>
</tr>
<tr>
<td>Number</td>
</tr>
<tr>
<td>75000 Rials</td>
</tr>
<tr>
<td>95000 Rials</td>
</tr>
<tr>
<td>Special Delivery</td>
</tr>
<tr>
<td>95000 Rials</td>
</tr>
<tr>
<td>115000 Rials</td>
</tr>
</tbody>
</table>

Payments should be made via Journal of Advanced Materials and Processing current BMI account: 010515494008. The receipt should be sent to Journal Address:

Journal of Advanced Materials and Processing
Department of Materials Engineering, Islamic Azad University, Najafabad Branch, Isfahan, Iran

Tel: +98 (331) 2291111 (Ext.2659)
Fax: +98 (331) 2291008

www.jmatpro.ir
E-mail: journal.iaun@gmail.com